Install MTSO Library Ricoh Printer z Windows XP

1. Download the Ricoprinter driver fromhttp://www.mtso.edu/resources/ricoh610visixp.exe
2. Click run when prompted with a security warning.

Open File - Security Warning

The publisher could not be verified. Are you sure you want to
run this software?

MName: ricoh610vistaxp.exe
Publisher: Unknown Publisher
Type: Application
From: C:\Documents and SettingsimrehmiDeskkop

[ Run ]I Cancel ]

Always ask before opening this file

publisher. You should only run software from publishers you trust.

@ This file does not have a valid digital signature that verifies its
How can | decide what software to run?

3. Doubleclick the file and unzip the filde a location of your choosing

WinZip Self-Extractor - ricoh610vistaxp.exe @

To unzip all files in ricohB10vistaxp.exe to the

specified folder press the Unzip button.
|

Unazip to folder: .

l c:\temphricohB1 Ovistaxpl l [ Browse... ] [ Close ]

Overwrite files without prompting About

Help

4. Close the seléxtractor when finished.

WinZip Self-Extractor @

27 file(s) unzipped successfully

5. Click close on the WinZip SElktractor Dialog Box.
6. Click Start > Printers and Faxes > Add a Printer


http://www.mtso.edu/resources/ricoh610vistaxp.exe

Add Printer Wizard

Welcome to the Add Printer
Wizard

This wizard helps you install a printer or make printer
connections.

= If you have a Plug and Play printer that connects
l') through a USE port [or any ather hot pluggable
port, such as IEEE 1334, infrared, and so on), you
do not need to use this wizard. Click Cancel to
close the wizard, and then plug the printer's cable
into your computer or point the printer toward your
computer's infrared port, and turn the printer on.
Windows will automatically install the printer for you.

To continue, click Next.

[ Next > [}J[ Cancel ]

7. Select Local Printer andaliNext

Add Printer Wizard

Local or Network Printer
The wizard needs to know which type of printer to set up.

Select the option that describes the printer you want to use:
(3) Local printer attached to this computer
[] &utomatically detect and install my Plug and Play printer

(O & network printer, or a printer attached to another computer

C To set up a network printer that is not attached to a print server,
\12 use the "Local printer'' option.

[ < Back ][ Next)L}][ Cancel ]

8. Select Create new port and choose Standard TCP/IP Port. Click Next.



Add Printer Wizard

Select a Printer Port
Computers communicate with printers through ports.
Select the port you want your printer to use. |f the port is not listed, you can create a
new port.

() Use the following port:

(%) Create a new port; A

Type of port: Standard TCP/IP Port ' v

[ < Back ][ Next>%J[ Cancel ]

9. Click Next.

Add Standard TCP/IP Printer Port Wizard @

Welcome to the Add Standard
TCP/IP Printer Port Wizard

You use this wizard to add a port for a network printer.
Befaore continuing be sure that:

1. The device is turned on.
2. The network is connected and configured.

To continue, click Next.

[ Next > l\l[ Cancel ]

N

10. Enter 10.1.1.17 for the IP Address (the Port Name will be created when you do this).



Add Standard TCP/IP Printer Port Wizard =

Add Port \L
For which device do you want to add a port? ~
s

Enter the Printer Name or IP address, and a port name for the desired device.

Printer Name or IP Address: 1011174

Port Name: IF'_1 01117

[ < Back ][ Next > [‘k[ Cancel ]

11. Click Finish.

Add Standard TCP/IP Printer Port Wizard

Completing the Add Standard
TCP/IP Printer Port Wizard

You have selected a port with the following characteristics.

SNMP: Yes
Protocal: Raw/, Port 9100
Device: 101.1.17

Port Name: IP_10.1.1.17
Adapter Type: Hewlett Packard Jet Direct

To complete this wizard, click Finish.

[ < Back ][ Finish %[ Cancel ]

12. Click Have Disk



Add Printer Wizard

Install Printer Software
The manufacturer and model determine which printer software to use.

;‘.”;\ Select the manufacturer and model of your printer. If your printer came with an installation
. disk, click Have Disk. If your printer is not listed, consult your printer documentation for
compatible printer software.

Manufacturer ~ Printers 4
Agfa Wi Z‘a}' AGFA-AccuSet v52.3 i
i'DS" S AGFAAccuSetSF v52.3
Agglg S AGFA-AccuSet 500
APSPS " s v

g This driver is digitally signed. [ Windows Update ] [ Have Disk.. ]

Tell me why driver signing is important

[ < Back ]I Next > ][ Cancel ]

13. Click Browse

Install From Disk @

Insert the manufacturer's installation disk, and then
B make sure that the correct drive is selected below.

Copy manufacturer's files from:

A V} | Brogse... l

My

14. Navigate tathe location you unzipped the files. Select oemsetup.inf and click open.



Locate File
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File name: oemsetup.inf v l w
My Network Files of type: Setup Information [inf

15. Click OK on Install From Disk Dialog Box
16. Click Next

Add Printer Wizard

Add Printer Wizard
The manufacturer and model determine which printer software to use.

)\ Select the manufacturer and model of your printer. If your printer came with an installation
disk, click Have Disk. If your printer is not listed, consult your printer documentation for a
compatible printer.

Printers

*f PCLE Driver for Universal Print

[‘3 This driver is digitally signed. [ Windows Update ] [ Have Disk... ]
Tell me why driver signing is important

[ < Back ][ Nq:t%g ][ Cancel ]

17. Enter a descriptive printer name and click Next.




Add Printer Wizard

Name Your Printer
You must assigh a name to this printer.

Type a name for this printer. Because some programs do not support printer and server
name combinations of more than 31 characters, it is best to keep the name as short as
possible.

Printer name:
MTSO Library Printeq

[ < Back ][ Next>{§][ Cancel ]

18. Do Not Share Printer. Click Next.

Add Printer Wizard

Printer Sharing
You can share this printer with other network users.

If you want to share this printer, you must provide a share name. You can use the
suggested name or type a hew one. The share name will be visible to other network
users.

(3) Do not share this printer
() Share name:

[ < Back ][ Nq‘:%) ][ Cancel ]

19. Select No for Print Test Page and click Next.



Add Printer Wizard

Print Test Page
To confirm that the printer is installed properly, you can print a test page.

Do you want to print a test page?
(O VYes
(&) No

[ < Back ][ Next>lﬁ[ Cancel ]

20. Click Finish. (This may take several minutes to complete.)

Add Printer Wizard

Completing the Add Printer
Wizard

You have successfully completed the Add Printer Wizard.
You specified the following printer settings:

Name: MTSO Library Printer

Share name: <Mot Shared>

Port: IP_101.1.17

Model: PCLE Driver for Universal Print
Default: No

Testpage: No

To close this wizard, click Finish.

[ < Back ][ Fingsh ] [ Cancel ]
s

21. Close the Printer and Faxes window when it opens.



